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HIGH PRESSURE WASHERS - HOT WATER

3 wheels models
4 wheels models

PW-H50  D1310P4 M 
PW-H50/4  D1310P4 M

PW-H50 D1012P4 M 
PW-H50/4 D1012P4 M

PW-H50 D1813P4 T 
PW-H50/4 D1813P4 T

PW-H50 D1915P4 T 
PW-H50/4 D1915P4 T

PW-H50 D2017P4 T 
PW-H50/4 D2017P4 T

Code 3 wheels IDAC40868 IDAC40869 IDAC40870 IDAC40871 IDAC40872

Code 4 wheels IDAC40878 IDAC40879 IDAC40880 IDAC40881 IDAC40882

TECHNICAL DATA

Operating pressure bar/Mpa 30-130/3-13 30-100/3-10 30-180/3-18 30-190/3-19 30-200/3-20

Volume I/h 300 - 600 360 - 720 450 - 800 450 - 900 500 - 1000

Outlet water temperature °C 30-140 30-140 30-140 30-140 30-140

Steam phase YES YES YES YES YES

ELECTRICAL FEATURES

Power supply  Ph-V-Hz/A 1-230-50/13,8 1-230-50/14 3-400-50/9,7 3-400-50/10,6 3-400-50/13,2

Absorbed power kW 3,1 3,2 5 5 6,4

Motor pole 4 - 1400 4 - 1400 4 - 1400 4 - 1400 4 - 1400

Remote control DTS DTS DTS DTS DTS

HYDRAULIC FEATURES

Pump/head/pistons IPC plunger / brass / 
ceramic

IPC plunger / brass / 
ceramic

IPC plunger / brass / 
ceramic

IPC plunger / brass / 
ceramic

IPC plunger / brass / 
ceramic

Motor pump coupling direct direct direct with maintenance 
bushing

direct with maintenance 
bushing

direct with maintenance 
bushing

Unloader valve bolt-on brass bolt-on brass bolt-on brass bolt-on brass bolt-on brass

Water tank YES YES YES YES YES

Fuel tank I 25 25 25 25 25

Detergent tank I 22 22 22 22 22

Detergent delivery high pressure high pressure high pressure high pressure high pressure

Anti-scale device YES YES YES YES YES

Anti-scale tank I 2 2 2 2 2

THERMAL FEATURES

Boiler stainless steel stainless steel stainless steel stainless steel stainless steel

Coil m MPU-U 26 PM 24 PM 24 PM 30 PM 30

Boiler thermal power kW 40 55 70 70 >70

Fuel consumption (Max temp)  Kg/h 3,2 5,8 5,8 5,8 5,8

Burner motor - - - - YES

DIMENSIONS AND WEIGHT

Weight Kg 107 109 120 122 142

Dimensions (LxWxH) cm 110x70x90 110x70x90 110x70x90 110x70x90 110x70x90

Frame structure plastic material - 
painted steel

plastic material - 
painted steel

plastic material - 
painted steel

plastic material - 
painted steel

plastic material - 
painted steel

Versions
2 fixed wheels

1 swivel wheel / 
4 wheels

2 fixed wheels
1 swivel wheel / 

4 wheels

2 fixed wheels
1 swivel wheel / 

4 wheels

2 fixed wheels
1 swivel wheel / 

4 wheels

2 fixed wheels
1 swivel wheel / 

4 wheels

PACKAGING

Type CARTON CARTON CARTON CARTON CARTON

Dimension LxWxH cm 112x74x110 112x74x110 112x74x110 112x74x110 112x74x110

Volume m3 0,91 0,91 0,91 0,91 0,91

Weight Kg - - - - -



ACCESSORIES

STANDARD EQUIPMENT Code Description Models

IPPR40020 HANDGRIP

LCPR40087 LANCE

UGLN49986 HIGH PRESSURE NOZZLE D1310P4 M - D1813P4 T

UGLN49987 HIGH PRESSURE NOZZLE D1915P4 T - D2017P4 T

UGLN05200 HIGH PRESSURE NOZZLE D1012P4 M

TBAP25324 HIGH PRESSURE HOSE 10M

OPTIONAL ACCESSORIES Code Description Models

SPID24911 ROTATING HYDRO-BRUSH LANCE

SPID24939 FIXED HYDRO-BRUSH LANCE

LANCES FOR WASHING FLOORS



IP Cleaning S.p.A. 
Viale Treviso 63

 30026 Summaga di Portogruaro - (VE) / ITALY
Tel. +39 0421 205511 - Fax +39 0421 204227
info@ipcleaning.com -  www.ipcleaning.com

Rights to technical modifications reserved without prior notes.

Warranty
Refer to your local representative for warranty information.

For a demonstration or additional information, 
call +39 0421 205511 or email info@ipcleaning.com

KTRI29377 FEEDING KIT

TBAP23853 DRAIN KIT 10 M 

KTRI29366 PLUNGED EJECTOR DEVICE

RCIN10810 HOSE COUPLINGS

KTRI40235 HOSE REEL

PRCH40039 ANTISCALE M421 BOTTLE 1KG

PRCH40040 ANTISCALE M421 TANK 10KG

ACCESSORIES

OPTIONAL ACCESSORIES Code Description Models


